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The AC-EXO-444 is a HDMI extender over fiber optic cable. It allows 
for ultra long distance extension of HDMI signals (1.25 miles or more). All HDMI 2.0 a/b signals are 
supported as the bandwidth is beyond 18Gbps. This is AVProConnect’s flagship Fiber Optic Extender, 
allowing the user to extend an HDMI signal 2 kilometers via single-mode fiber, and up to 300 meters 
using multi-mode fiber.  You can go even further by installing your own SFP port.

This extender solves problems for both commercial and residential markets for distributing high value 4K 18Gbps 
content from rack to display. These extenders go the distance, no need to find power and cascade extenders for ultra long 
runs. Additionally, the AC-EXO-444 offers solutions for 18Gbps distribution in residential, digital entertainment centers, 
retail stores, AV events that require reliable and long distance distribution, suitable for data center, control rooms, 
conference rooms, schools and corporate training environments. 
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IN THE BOX:  

• AC-EXO-444-TX (Transmitter)
• AC-EXO-444-RX (Receiver)
• 2x 48V Power Supply 
• 1 x IR Tx Unit
 

• 1 x IR Rx Unit
• Mounting Ears
• Operating Instructions

Full Feature Set
• HDMI 2.0(a/b)
• Beyond 18Gbps Bandwidth Support (Using ICT)
• Up to 4K60 4:4:4 Support
• Full HDR Support (HDR 10 & 12 Bit)
• HDR, HDR10+ and HLG Support
• Dolby Vision Support
• 4K --> 1080P Down-scaling for mixed systems
• EDID Management and EDID emulate
• 4K & HD Test Patterns built into Tx and Rx for 

troubleshooting
• Toslink Multichannel Audio Extraction
• ARC Support (Toslink or HDMI)
• HDCP 2.2 (and all earlier versions supported)
• CEC Pass Through
• 3D Support
• 300m (1000ft) on full 4K (Multi-mode OM3)
• 2km (1.25 Miles) on full 4K (Single-mode Fiber)
• HDCP 2.2 & Earlier
• Bi Directional IR Passthrough
• Bi Directional RS232 Transport
• I-Pass Feature for control system “pass-through”
• 3-20v protection circuit built in for safe IR transport
• LED Status, Link, Power indication lights
• Use single fiber optic cable (Multi-mode or Single-mode
• Removable/changeable SFP for even longer distances
• Supports uncompressed PCM 2- Ch., LPCM 5.1 & 7.1, Dolby 

Digital, DTS, Dolby TrueHD, DTS HD-Master Audio, Atmos 
(On HDMI)

• ESD protection circuitry (Inputs & Outputs) to 7KV
• Can Cascade
• Single LC Connector Type  

product specifications

Video

Video Resolutions Up to 4K 60Hz 4:4:4

Vesa Resolutions Up to DCI 4K (4096x2160)

Hdr Formats/resolutions
420, 422, 444 (10 and 12 Deep Color)       
HDR10, HDR10+, HLG, Dolby Vision

Color space YUV (Component), RGB (CSC: Rec. 601, Rec. 709, BT2020, DCI, P3 D6500)

Chroma Sub-Sampling 4:4:4, 4:2:2, 4:2:0 Supported

Deep Color Up to 16 bit (1080), Up to 12 bit (4K)

Audio

Audio formats supported HDMI
PCM 2.0 Ch, LPCM 5.1 & 7.1, Dolby Digtal, DTS 5.1, Dolby Digital Plus, Dolby 
TrueHD, DTS-HD Master Audio, DTS-X, Dolby Atmos

Audio Formats Supported Extracted: Transmitter 
(Toslink Out)

PCM 2.0 Ch, LPCM 5.1 & 7.1, Dolby Digtal, DTS 5.1, Dolby Digital Plus (No 
Downmixing) - Extract Local or ARC

Audio Formats Supported: Receiver (Toslink Input)
PCM 2.0 Ch, LPCM 5.1 & 7.1, Dolby Digtal, DTS 5.1, Dolby Digital Plus (No 
Downmixing) - Input for ARC

ARC (Audio Return Channel) Via Toslink or HDMI

Fiber

Type Multimode (OM3 Recommended) or Singlemode

Connector LC (Lucent)

Recommended Fiber Cleerline SSF

SFP (Small Form-factor Pluggable Transceiver) Universal and changeable - 300m/2km built in.

Distance

OM3 Multi-mode (Full 4K) 300M (1000 Feet)

Single-mode (Full 4K) 2KM (1.25 Miles)

HDMI Lead In/Out (up to 4K60 4:4:4) Up to 50 Feet (Bullet Train HDMI)

HDMI Lead In/Out (w/ AOC Cable) (up to 4K60 4:4:4) Up to 130 Feet (w/ Bullet Train AOC)

Other

Bandwidth Beyond 18 Gbps

HDCP HDCP 2.2 and Earlier

Ports

HDMI   (Tx & RX) Type A

Audio (Extracted/Embedded) (Tx & RX) Toslink

IR Tx (Tx & RX) 3.5mm Mono (2 Conductor)

IR Rx (Tx & RX) 3.5mm Stereo (3 Conductor)

RS-232 (Tx & RX) 3 pin terminal block

Power (Tx & Rx) 2 pin terminal block

environmental

Operating Temprature 23 to 125°F (-5 to 51°C)

Storage Temprature -4 to 140°F (-20 to 60°C)

Humidity Range 5-90% RH (no condensation)

Power Consumption 9 Watts max pair

Power Supply
Input: AC 100-240V ~ 50/60Hz
Output: DC 48V .5A (Wall Version)

Dimensions (Single Unit Only, Tx & Rx are same) 
(Length/Width/Height) 

mm: 131 x 85 x 21
inch: 5.15 x 3.34 x .82

Dimensions (packaged length/width/height) (Kit)
mm: 138 x 165 x 91
inch: 5.5 x 6.5 x 3.6

Weight (Unit) (Tx or Rx each alone) 1lbs (.13Kg)

Weight (Packaged) 5lbs (.90Kg)

*Specifications subject to change without notice. Mass & Dimensions are approximate.


